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(3) The method of visual presentation 
for examination of the underwater 
components. 

(4) The methods of determining the 
condition of the underwater compo-
nents. 

(5) The underwater high stress areas 
and the welds in those areas that are to 
be examined. 

(6) The names of the diver or diving 
company selected for the examination. 

[CGD 73–251, 43 FR 56802, Dec. 4, 1978, as 
amended by CGD 95–072, 60 FR 50464, Sept. 29, 
1995; CGD 96–041, 61 FR 50730, Sept. 27, 1996; 
USCG–2009–0702, 74 FR 49233, Sept. 25, 2009] 

§ 107.269 Annual inspection. 

(a) Your mobile offshore drilling unit 
(MODU) must undergo an annual in-
spection within the 3 months before or 
after each anniversary date, except as 
specified in § 107.270. 

(b) You must contact the cognizant 
OCMI to schedule an inspection at a 
time and place which he or she ap-
proves. No written application is re-
quired. 

(c) The scope of the annual inspec-
tion is the same as the inspection for 
certification as specified in § 107.231, ex-
cept § 107.231(x) and (y), but in less de-
tail unless the cognizant OCMI finds 
deficiencies or determines that a major 
change has occurred since the last in-
spection. If deficiencies are found or a 
major change to the MODU has oc-
curred, the OCMI will conduct an in-
spection more detailed in scope to en-
sure that the MODU is in satisfactory 
condition and fit for the service for 
which it is intended. If your MODU 
passes the annual inspection, the OCMI 
will endorse your current Certificate of 
Inspection. 

(d) If the annual inspection reveals 
deficiencies in your MODU’s mainte-
nance, you must make any or all re-
pairs or improvements within the time 
period specified by the OCMI. 

(e) Nothing in this subpart limits the 
marine inspector from conducting such 
tests or inspections he or she deems 
necessary to be assured of the vessel’s 
seaworthiness. 

[USCG 1999–4976, 65 FR 6504, Feb. 9, 2000, as 
amended by USCG–2009–0702, 74 FR 49233, 
Sept. 25, 2009] 

§ 107.270 Periodic inspection. 
(a) Your vessel must undergo a peri-

odic inspection within 3 months before 
or after the second or third anniver-
sary of the date of your vessel’s Certifi-
cate of Inspection. This periodic in-
spection will take the place of an an-
nual inspection. 

(b) You must contact the cognizant 
OCMI to schedule an inspection at a 
time and place which he or she ap-
proves. No written application is re-
quired. 

(c) The scope of the periodic inspec-
tion is the same as that for the inspec-
tion for certification, as specified in 
§ 107.231 except § 107.231(x) and (y). The 
OCMI will insure that the MODU is in 
satisfactory condition and fit for the 
service for which it is intended. If your 
MODU passes the periodic inspection, 
the marine inspector will endorse your 
current Certificate of Inspection. 

(d) If the periodic inspection reveals 
deficiencies in your MODU’s mainte-
nance, you must make any or all re-
pairs or improvements within the time 
period specified by the OCMI. 

(e) Nothing in this subpart limits the 
marine inspector from conducting such 
tests or inspections he or she deems 
necessary to be assured of the vessel’s 
seaworthiness. 

[USCG 1999–4976, 65 FR 6504, Feb. 9, 2000] 

§ 107.271 Inspection: Alterations. 
After plans are approved for alter-

ations affecting the safety of the unit 
the Coast Guard conducts inspections 
of the affected— 

(a) Hull; 
(b) Machinery; or 
(c) Equipment. 

§ 107.275 Other inspections. 
When the Coast Guard receives the 

report required in § 109.411 or § 109.425, 
the Coast Guard conducts the following 
inspections of a unit to determine if 
the unit meets the requirements under 
which it was issued its original Certifi-
cate of Inspection: 

(a) An inspection after an accident. 
(b) An inspection after a defect is 

found that affects— 
(1) The seaworthiness of the unit; or 
(2) The safety or efficiency of a life-

saving device, or firefighting device. 

VerDate Sep<11>2014 15:29 Nov 14, 2014 Jkt 232201 PO 00000 Frm 00126 Fmt 8010 Sfmt 8010 Y:\SGML\232201.XXX 232201w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R



117 

Coast Guard, DHS § 107.305 

1 The asterisk (*) indicates items that are 
approved by the American Bureau of Ship-
ping for vessels classed by it. Items approved 
by the American Bureau of Shipping are gen-
erally accepted as satisfactory unless the 
law or Coast Guard regulations contain re-
quirements that are not covered by the 
American Bureau of Shipping. 

(c) An inspection of repairs made be-
cause of an accident or a defect. 

§ 107.279 Certificate of Inspection: 
Failure to meet requirements. 

If a unit fails to meet the require-
ments in § 107.231, the Coast Guard 
may— 

(a) Withhold issuance of an original 
Certificate of Inspection after an origi-
nal inspection for certification, until 
the unit meets the requirements in 
§ 107.231; 

(b) Withhold renewal of the Certifi-
cate of Inspection until the MODU 
meets the requirements of § 107.231, ex-
cept § 107.231(x) and (y). 

(c) Suspend a valid Certificate of In-
spection after an annual or periodic in-
spection until the MODU meets the re-
quirements of § 107.231, except 
§ 107.231(x) and (y). 

(d) Revoke a valid Certificate of In-
spection after an annual or periodic in-
spection if the unit operates without 
complying with Coast Guard orders to 
correct unlawful conditions. 

(e) Revoke or suspend an unexpired 
Certificate of Inspection; 

(f) Withhold issuance of a safety 
equipment certificate; 

(g) Withhold renewal of safety equip-
ment certificate; 

(h) Suspend an unexpired safety 
equipment certificate; 

(i) Revoke an unexpired safety equip-
ment certificate; and 

(j) Withhold, suspend, or revoke an 
exemption certificate. 

[CGD 73–251, 43 FR 56802, Dec. 4, 1978, as 
amended by USCG–1999–6216, 64 FR 53226, Oct. 
1, 1999; USCG 1999–4976, 65 FR 6504, Feb. 9, 
2000] 

§ 107.283 Certificate of Inspection: 
Conditions of validity. 

To maintain a valid Certificate of In-
spection, you must complete your an-
nual and periodic inspections within 
the periods specified in §§ 107.269 and 
107.270 and your Certificate of Inspec-
tion must be endorsed. 

[USCG 1999–4976, 65 FR 6504, Feb. 9, 2000] 

Subpart C—Plan Approval 
§ 107.301 Purpose. 

This subpart prescribes procedures 
for submitting plans and specifications 
for plan approval and describes the in-
formation that must be submitted. 

§ 107.305 Plans and information. 
Each applicant for approval of plans 

must submit three copies of each of the 
following described plans, specifica-
tions, and structural calculations con-
cerning the construction, arrangement, 
required equipment, and safety fea-
tures of the unit: 

GENERAL 

(a) Specifications. 
(b) General arrangement plan of 

decks, holds, inner bottoms, etc. in-
cluding inboard and outboard profile. 

HULL STRUCTURE 1 

(c) *Inner bottom plating and fram-
ing. 

(d) *Midship section. 
(e) *Shell plating and framing. 
(f) *Stern, stern frame, and rudder. 
(g) *Structural deck plans for 

strength decks. 
(h) *Pillars and girders. 
(i) *Watertight and oiltight bulk-

heads. 
(j) *Foundations for main machinery 

and boilers. 
(k) *Arrangement of ports, doors, and 

airports in shell plating. 
(l) *Hatch coamings and covers in 

weather and watertight decks. 
(m) *Details of hinged subdivision 

watertight doors and operating gear. 
(n) *Scuppers and drains penetrating 

shell plating. 
(o) Arrangement of cranes. 
(p) For self-elevating units, column 

stabilized units, and units with special 
hull configuration, structural calcula-
tions and plans showing special struc-
tural features. 
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